
FILTER
*M90-616-01

Brass Nipple
*M600-513-01

QUICK CONNECT COUPLING FOR
EXTERNAL FLUSHING
COUPLER NIPPLE
*M30-614-02, *M30-614-03

OPTIONAL FILTER
M30-614-01

COMPRESSED
AIR SUPPLY:
80-120 PSI

CONTROL VALVE:
M30-558-01

ALTERNATE
M30-615-01

0.25Ø

EXTERNAL CLEAN
WATER SUPPLY:
200 PSI MAX

0.75Ø

MAXIMUM OPERATING PRESSURES:
AIR TO INJECTION PUMP: 120 PSI
EXTERNAL FLUSHING: 200 PSI
(ALL PIPE SIZES ARE SHOWN IN MINIMUM INSIDE DIAMETER)

FLAME-PROOF
WATER INJECTOR

ASSEMBLY
CONE SPRAY

*M290-540-01

WATER INJECTION SYSTEM
KIT NO. M30-531-01
* - INCLUDED IN KIT

WATER INJECTION
PUMP

*M64-610-01
SEAL KIT

M64-610-11

0.
31

Ø

0.25Ø

WATER SUPPLY TANK
*M508-511-01

 CLEAN WATER

Tee  1/2NPT
*M600-545-01

CHECK VALVE
*M30-612-01

Reducing Nipple
*M600-583-01

Brass Bushing
*M600-541-01

Brass Barb
*M600-569-01

Brass Barb
*M600-573-01

STRAINER
*M30-613-01

Brass Barb
*M600-561-01

Brass Barb
*M600-560-01

Brass Barb
*M600-560-01

Plug
*M600-521-01

Brass Barb
*M600-573-01

Bulkhead Connector
*M600-590-01

Brass Barb
*M600-561-01

Brass Nipple
*M600-513-01

Breather
*M150-592-01

Brass Barb
*M600-561-01

SECTION 2-09

TOLERANCES
Linear unless noted
Machined: ±0.005
Fabricated: ±0.02
Angular: ±1/2°
Surface finish 125 REV NAMEDATE DESCRIPTION

DRY SYSTEMS
TECHNOLOGIES

See Detail Drawings
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DESCRIPTION NO REQ'D
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