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TOLERANCES
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Ref: ALTERNATOR

Ref: LIGHT SWITCH

3-CONNECTION BOX

ITEM 1 INCLUDES 1A, 1B,1C, 2,

1A - SOLENOID VALVE
CONNECTED TO ENGINE SHUTDOWN

1B - AMPLIFIER GROUP

1C - DETECTOR HEAD ASS'Y

ALTERNATE WIRING
CONNECTED TO
LIGHT SWITCH

2-POWER SUPPLY

INTERCONNECTING WIRING

BILL of  MATERIAL
ITEM QTY PART NUMBER DESCRIPTION

3 1 CONNECTION BOX
4 1

M261-513-01
PLUG

1 1 M261-518-01 METHANE MONITOR

M261-507-01

6 FT M261-514-01 CONDUIT HOSE, 3 4 ID
7 FT M261-517-01 CABLE, MULTICONDUCTOR, 12/3

5 4 M261-505-01 PACKING GLAND, 3 4 STRAIGHT

4,5,6,7

1B 1 M261-518-03 AMPLIFIER GROUP
1C 1 M261-518-04 DETECTOR HEAD ASS'Y

 2A 1 M261-518-02 BATTERY, 6V

2A-BATTERY

M261-519-01 METHANE MONITOR KIT

8

8 3 M261-521-01 SOFT START

1 M261-518-05 SOLENOID VALVE ASSEMBLY1A

2 1 M261-518-08 POWER SUPPLY

SECTION 7-13

OPTIONAL INSTALLATION


