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 Cummins 8.3 Turbo

Heat Exchanger
See Sideview for Part Numbers

M250-231-31
(1) Turbocharger
Heat Shield

M250-205-01
(1) Bellows
Both Sides:
(6) M90-371-13
Stud 3/8-16 x 2.25
(6) LockWasher, 3/8Ø
(6) Hex Nut, 3/8-16

M250-233-31
(1) Turbocharger
Outlet Gasket

M250-229-31
(1) Turbo Outlet Adaptor

M250-241-01
(1) Water-Cooled Elbow

(6) Socket Head Cap Screw
 3/8-16 x 1.00
(6) Lock Washer, 3/8Ø

(6) M90-371-14
 Stud, 3/8-16 x 1.62
(6) Lock Washer, 3/8Ø
(6) Hex Nut, 3/8-16

(4)Socket Head Cap Screw,
 M8 x 16 mm
(4) Lock Washer, M8

Components downstream of the
Heat Exchanger are not shown in
this drawing

Pipe Plug

The Cummins Diesel Engine, Water-cooled
Exhaust Manifold and Water-cooled Turbo-
charger are not shown in this view

M40-596-01
(1) Flameproof
Port

M250-232-31
(1) Outlet Gasket
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M90-104-01
(1) Water-cooled Catalyst

Alt M250-260-01

01 0314 RG Add M250-260-01


